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RJ45 8P8C PLUG
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meet RoHS. equip printing on jacket.
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RJ45 8P8C PLUG
CABLE: 26 AWG,CAT.6,UTP,4PAIR,STRANDED, RED, BLUE, GREEN, YELLOW COLOR,0D=5.5mm halogen free JACKET
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2. LENGTH: Length printing on plug to go with the real length of the cable.
3. CONNECTOR: 8P8C RJ45 Plug*2PCS
4. MOLD: OUT MOLDING WITH SR (ADD BRACKET) ITEM NO | LENGTH | TOLERANCE
°- CONTACTS: Note: 8055x7 | 0.50M 0.01M
8T8C VQEiN G%OWHFTTE 8P18C Color Index: 805520 | 1.OM red 0.02M
5 ORANGE 5 RED (X=2) 805570 | 1.OM blue|  0.02M
3 GREEN WHITE 3 BLUE (X=3) 805580 | 1.0M green 0.02M
4 BLUE 4 GREEN (X=4) 805560 | 1.0M yellow 0.02M
2 BLUENHITE 2 YELLOW (X=6) | [ 8055x] | 2.0M 0.03M
; gggmll WHITE 7 8055x2 3.0M 0.05M
8
64 SHIELD 64 8055x4 5.0M 0.08M
6. OPEN/SHORT TEST: 100% TEST.
INSULATION: BM.
7. PACKING: 1 PC/ EQUIP ZIP BAG and 10 PCS/NEUTRAL POLYBAG
COMPANY DDC ITEM_ NO. 8055x7 _[NO|[B |
REVISION DATE DISCRIPTION DRE/BAva SCALE NO:
. .04, - 1 ]
REV.A/0 |2005.04.22 | S—250404 DESIE%ED Equ1p® T @DG
APPROVAL DRAWING
BY NO.




